Material Safety Data Sheet 
May be used to comply with 
OSHA's Hazard Communication Standard 
29 CFR 1910.1200. Standard must be 
consulted for specific requirements 

IDENTITY (As used on Label and List) 

RADIO SHACK OIL WITH PTFE 

Item # 640-2301 

SECTION I 


U.S. Department of Labor 

Occupational Safety and Health Administration 

(Non-Mandatory Form) 

Form Approved 
0MB No. 1218-0072 


Note: Blank spaces are not permitted. If any item is not applicable, or no 
information is availabie, the space must be marked to indicate that. 


Manufacturer's Name: SYNCO CHEMICAL CORPORATION 
Address: 24 DaVINCI DRIVE 
BOHEMIA, NY 11716 


Emergency Telephone Number: 800-424-8300 
Telephone Number for Information: 631-567-5300 
Date Prepared: JANUARY 2, 2005 
Signature of Preparer (optional) 


SECTION II - HAZARDOUS INGREDIENTS/IDENTITY INFORMATION 


Hazardous Components (Specific Chemical/ldentity; Common Name(s) 
%(optlonal) 

SYNTHETIC HYDROCARBONS 
FUMED SILICA 
ANTI-OXIDANTS 
POLYTETRAFLUOROETHYLENE 
POLYOLS 

PROPRIETARY ADDITIVES 

ALL INGREDIENTS ARE TSCA LISTED 


OTHER LIMITS 

OSHA PEL ACGIH TLV RECOMMENDED 


CAS# 68037-01-4 

85-95% 

CAS# 6861 1-44-9 

1-5% 

CAS# 4 1484-35-9 

1-2% 

CAS# 9002-84-0 

2-4% 

CAS# 025322-69-4 

.5-1% 


.25-1% 


SECTION III - PHYSICAL/CHEMICAL CHARACTERISTICS 


Boiling Point 

N/A 

Specific Gravity (H 2 O = 1 ) 

.89 + 0.02 

Vapor Pressure (mm Hg). 

N/E 

Melting Point 

N/A 

Vapor Density (AIR = 1) 

N/E 

Evaporation Rate (Butyl Acetate = 1 ) 

N/E 


Solubility in Water: 0% 

Appearance and Odor: TRANSLUCENT, WHITE TO SLIGHTLY YELLOW, SLIGHT ODOR 
SECTION IV - FIRE AND EXPLOSION HAZARD DATA 


Flash Point (method used): 428°F (220°C) C.O.C. Flammable limits: N/A LEL: N/E UEL: N/E 

Extinguishing Media: CARBON DIOXIDE, DRY CHEMICAL, FOAM 

Special Fire Fighting Procedures: SELF-CONTAINED RESPIRATORY PROTECTION SHOULD BE PROVIDED FOR FIGHTING 
FIRES IN CONFINED AREAS. 

Unusual Fire and Explosion Hazards: NONE 



OSHA 174, Sept. 1985 Revised (1/96) 


RADIO SHACK OIL WITH PTFE 

SECTION V - REACTIVITY DATA 


Stability: Unstable: Conditions to avoid 

Stable: YES Conditions to avoid: N/E 

Incompatibility (Materials to avoid): N/E 

Hazardous Decomposition of Byproducts: BURNING CAN PRODUCE CARBON MONOXIDE 

Hazardous Polymerization: May Occur: Conditions to Avoid 

Will Not Occur: YES Conditions to Avoid: N/E 

SECTION VI - HEALTH HAZARD DATA 

Route(s) of Entry: Inhalation? Skin? YES Ingestion? YES 

Health Hazards (Acute and Chronic): NO EVIDENCE OF ADVERSE EFFECT FROM AVAILABLE INFORMATION ON 
SWALLOWING, SKIN ABSORPTION AND INHALATION MAY CAUSE SLIGHT IRRITATION IN CONTACT WITH SKIN OR 
EYES. 

Carcinogenicity: NTP? N/E lARC Monographs? N/E OSHA Regulated? N/E 

Signs and symptoms of Exposure: CONTACT WITH EYES MAY RESULT IN SLIGHT EYE IRRITATION. PROLONGED OR 
REPEATED SKIN CONTACT MAY CAUSE MILD IRRITATION. 

Medical Conditions Generally Aggravated by Exposure: N/E 

Emergency and First Aid Procedures: SKIN: REMOVE BY WIPING AND WASH WITH SOAP AND WATER. 

EYES: WASH WITH COPIOUS AMOUNTS OF WATER. 


SECTION VIII - PRECAUTIONS FOR SAFE HANDLING AND USE 

Steps to be taken in Case Material is Released and Spilled: SPILLS SHOULD BE ABSORBED OR SCRAPED UP. 

Waste disposal Method: USE METHOD OUTLINED IN LOCAL EPA AND GOVERNMENTAL REGULATIONS. 

CONTACT YOUR LOCAL OFFICE. 

Precautions to Be Taken in Handling and Storing: NORMAL PRECAUTIONS COMMON TO GOOD MANUFACTURING 
PRACTICES SHOULD BE FOLLOWED IN HANDLING AND STORAGE. 

Other Precautions: SURFACE SUBJECT TO SPILLS WITH THIS PRODUCT CAN BECOME SLIPPERY 
SECTION VIII - CONTROL MEASURES 
Respiratory Protection (Specify Type): N/A 

Ventilation: Local Exhaust: N/A Special: N/A 

Mechanical (General): N/A Other: N/A 

Protective Gloves: NONE UNDER NORMAL USE Eye Protection: SAFETY GLASSES RECOMMENDED 

Other Protective Clothing or Equipment: NONE UNDER NORMAL USE 

Work/Hygienic Practices: NORMAL PRECAUTIONS COMMON TO GOOD MANUFACTURING PRACTICES SHOULD BE 
FOLLOWED. 



